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measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8696 What parts of the General 
Provisions apply to me? 

Table 7 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.8697 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. Environ-
mental Protection Agency (U.S. EPA), 
or a delegated authority such as your 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
You should contact your U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
following authorities are retained by 
the Administrator of U.S. EPA: 

(1) Approval of alternatives to the re-
quirements in §§ 63.8681, 63.8682, 63.8683, 
63.8684(a) through (c), 63.8686, 63.8687, 
63.8688, 63.8689, 63.8690, and 63.8691. 

(2) Approval of major changes to test 
methods under § 63.7(e)(2)(ii) and (f) and 
as defined in § 63.90. 

(3) Approval of major changes to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major changes to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.8698 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in 40 CFR 

63.2, the General Provisions of this 
part, and in this section as follows: 

Adhesive applicator means the equip-
ment used to apply adhesive to roofing 
shingles for producing laminated or di-
mensional roofing shingles. 

Asphalt flux means the organic resid-
ual material from distillation of crude 
oil that is generally used in asphalt 
roofing manufacturing and paving and 
non-paving asphalt products. 

Asphalt loading rack means the equip-
ment at an asphalt processing facility 
used to transfer oxidized asphalt from 
a storage tank into a tank truck, rail 
car, or barge. 

Asphalt processing facility means any 
facility engaged in the preparation of 
asphalt flux at stand-alone asphalt 
processing facilities, petroleum refin-
eries, and asphalt roofing facilities. As-
phalt preparation, called ‘‘blowing,’’ is 
the oxidation of asphalt flux, achieved 
by bubbling air through the heated as-
phalt, to raise the softening point and 
to reduce penetration of the oxidized 
asphalt. An asphalt processing facility 
includes one or more asphalt flux blow-
ing stills, asphalt flux storage tanks 
storing asphalt flux intended for proc-
essing in the blowing stills, oxidized as-
phalt storage tanks, and oxidized as-
phalt loading racks. 

Asphalt roofing manufacturing facility 
means a facility consisting of one or 
more asphalt roofing manufacturing 
lines. 

Asphalt roofing manufacturing line 
means the collection of equipment used 
to manufacture asphalt roofing prod-
ucts through a series of sequential 
process steps. The equipment that com-
prises an asphalt roofing manufac-
turing line varies depending on the 
type of substrate used (i.e., organic or 
inorganic) and the final product manu-
factured (e.g., roll roofing, laminated 
shingles). For example, an asphalt roof-
ing manufacturing line that uses fiber-
glass mat as a substrate typically 
would not include a saturator/wet 
looper (or the saturator/wet looper 
could be bypassed if the line manufac-
turers multiple types of products). An 
asphalt roofing manufacturing line can 
include a saturator (including wet 
looper), coater, coating mixers, sealant 
applicators, adhesive applicators, and 
asphalt storage and process tanks. The 
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